20010116.ba v03_n082.bam.20010116 


>From ???@??? Tue Jan 16 17:07:55 2001 -0600 

Date: Tue, 16 Jan 2001 17:05:04 CST 

From: Old Tube Radios <boatanchors@theporch.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: BOATANCHORS digest 3082 

Message-Id: <20010117002243 .12D4B5F3E@devel43.theporch. com> 


BOATANCHORS Digest 3082 
Topics covered in this issue include: 


1) Command tx VHF ? 
by BEN NOCK <G4BXD@compuserve.com> 
2) Anyone familiar with this tube? (VU 111) 
by Bob Binkley <w4aos@his.com> 
3) Re: More is Less and novice rigs 
by Richard Loken <richardlo@devax.admin.athabascau.ca> 
4) Battery Confusion 
by jan@skirrow. org 
5) Heathkit manual 
by RIlowite@aol.com 
6) Re: More is Less and novice rigs 
by Steve Berg <z931086@corn.cso.niu.edu> 
7) More is less and novice rigs. 
by Paul Beckwith <beckrep@citlink.net> 
8) Re: Command tx VHF ? 
by "Roger Dillon" <rdillontx@home.com> 
9) Fw: [ fsarc ] Fw: Battleship New Jersey Amateur Radio Station 
by "Ed White" <wa3bzt@wserv.com> 
10) Re: Battery Confusion 
by "McGregor" <cbmcg@home.com> 
11) Re: Battery Confusion 
by Arden Allen <gumbear@pacbell.net> 
12) FS: URR13's, URR35 
by Dave Metz <metzd@cfw.com> 
13) PP-685/TRC, looking for info 
by Sifakis George <sifakis@intrasoftnet.com> 
14) I'll be at Frostfest, Richmond, VA, on Sunday 
by "John Dilks, K2TQN" <oldradio@worldnet.att.net> 
15) RE: Battery Confusion 
by "Shriver, John" <john.shriver@intel.com> 
16) Re: Battery Confusion 
by Robert Vincent <rvi3489u@postoffice.uri.edu> 
17) RE: More is Less 
by "Freeberg, Scott (STP)" <scott.freeberg@guidant.com> 
18) T23 ? 


by BEN NOCK <G4BXD@compuserve.com> 
19) Re: Johnson 1KW Tuner 
by Mark Richardson <Mark.Richardson@cisco.com> 
20) Source for Hammarlund Clock covers. 
by W4U0C@aol.com 
21) Re: Battery Confusion 
by jan@skirrow. org 
22) RE: Battery Confusion 
by Morris Odell <MorrisO@vifp.monash.edu.au> 
23) The Glob rises (what power from a Globe King 500?) 
by john <johnmb@mindspring.com> 
24) Re: Battery Confusion 
by "Roberta J. Barmore" <rbarmore@email.msn.com> 
25) RE: Battery Confusion 
by "Bill Hawkins" <bill@iaxs.net> 


Date: Mon, 15 Jan 2001 13:46:29 -0500 
From: BEN NOCK <G4BXD@compusetrve.com> 
Subject: Command tx VHF ? 
To: Old Tube Radios <boatanchors@theporch.com> 
Message-ID: <200101151346_MC2-C1BF-948B@compuserve.com> 
MIME-Version: 1.0 
Content-Transfer-Encoding: quoted-printable 
Content-Type: text/plain; 

charset=IS0-8859-1 
Content-Disposition: inline 


I have acquired yet another set to my collection, a Command tx, T-23/ARC-= 
5. 

This is a 100-150 Mhz set, so it might be persuaded to go on 2 Mtrs !!! 
(come on, stop laughing). It has two 1625 and two 832 tubes, and looks to= 
be in complete condition. So, the question is, does anyone have the circu= 
it 

for this set ? I will be happy to pay for a paper copy if they do. = 
Pictures soon on www.qsl.net/g4bxd 

So, now I need the matching rx, R-28, and rack ? will the standard Comma= 
nd 


rack fit ? 


73, Ben. 


Message-ID: <3A634622.CA043D3F@his.com> 

Date: Mon, 15 Jan 2001 13:49:06 -0500 

From: Bob Binkley <w4aos@his.com> 

MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Anyone familiar with this tube? (VU 111) 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


I picked it up at a hamfest last year and am just getting around to 
putting it away. 


The type is VU 111 and the manufacturer is Electronic Enterprises Inc. 
It is the large glass shouldered type, like the big glass 6L6's, but 
with a cap. The cap is connected to the plate. The base is 4 pin. I 
can't tell whether it is a triode or diode. 


I have never seen a tube of this brand before, any information would be 
appreciated. 


Thanks, Bob w4aos 


Date: Mon, 15 Jan 2001 12:30:07 -0700 (MST) 
From: Richard Loken <richardlo@devax.admin.athabascau.ca> 
Subject: Re: More is Less and novice rigs 
To: Old Tube Radios <boatanchors@theporch.com> 
Message-id: 
<Pine.PMDF.3.95.1010115121216 .541065834K-100000@devax.admin.athabascau.ca> 
MIME-version: 1.0 
Content-type: TEXT/PLAIN; charset=US-ASCII 


Somebody spake thus: 


Reading about others' experience reminds me of not so many 
years ago, when older hands would say of something, "would 
make a good novice rig". The stuff they appraised so, always 
had rotten bandspread, poor selectivity, poor calibration, 
mediocre sensitivity, and so on. I guess the novices needed 
to build character. Like having to use a heavy old 1-speed 
bike before graduating to a 10-speed. 


VV VV VV Vv 


Well that may fair criticism but on the other hand it is not. I can tell 
you from personal experiance that a lower working class kid in rural 
Saskatchewan had no money and no access to radio row would hold those low 
end drifting dogs in slightly higher esteem. 


"Makes a good novice rig" also translates to mean "I used junk like that when 
I was young and broke and I sure hope you don't expect somebody to pay real 
money for it." Some place there was a kid with a ten dollar bill that he 
spent two months earning who felt that was a big improvement over no receiver 
at all. 


I started of with a drifty GR64 with no bandspread tied up to a borrowed DX-100 
and had a lot of fun. At that time the local doctor's kid go a brand new 
SB101 for two months of my father's wages. Well my boy, I am still in this 
foolish past time and he was gone on to girls and cars before he left high 
school. 

Richard Loken VE6BSV, Systems Programmer - VMS 

Athabasca University 

Athabasca, Alberta Canada 

*xx richardlo@admin.athabascau.ca x** 


Message-Id: <4.3.2.7.2.20010115114855 . 00cd0220@mail.islandnet.com> 
Date: Mon, 15 Jan 2001 11:54:16 -0800 

To: Old Tube Radios <boatanchors@theporch.com> 

From: jan@skirrow.org 

Subject: Battery Confusion 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii"; format=flowed 


Hi All ... 

Any battery gurus out there? 

I have an old piece of gear that has lithium batteries in it. They are the 
size of a std AA cell, but are marked 2.5V. Probably 10-15 years old. The 
only replacements I can find is 3.0 or 3.6V - even by the same company that 
made the ones I have. These days the batteries seem to be rated according 
to open circuit voltage. Has this always been so, or has this norm 
denormed??? So would a 3 volt modern rated AA cell be the same as an old 
2.5 volt rated cell? 

Thanks! 


Jan Skirrow, VE7DIX 


in beautiful British Columbia, Canada 


xxx http://skirrow.org/Boatanchors/ xxx 


From: RIlowite@aol.com 

Message-ID: <9e.eb84b3c .2794b33e@aol.com> 

Date: Mon, 15 Jan 2001 15:10:38 EST 

Subject: Heathkit manual 

To: Old Tube Radios <boatanchors@theporch.com> 

CC: baswaplist@foothill.net 

MIME-Version: 1.0 

Content-Type: multipart/alternative; boundary="part1_9e.eb84b3c .2794b33e_boundary" 
Content-Disposition: Inline 


--part1_9e.eb84b3c .2794b33e_boundary 
Content-Type: text/plain; charset="US-ASCII" 
Content-Transfer-Encoding: 7bit 


Does anyone have a manual or copy of same for the Heathkit RLC Bridge, IB 5281 
Would pay reasonable costs plus mail for same. Also meter for HW or SB101 
Ralph W2GKG 


--part1_9e.eb84b3c.2794b33e_boundary 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


KKK RK KK KK KK KK KK KKK KKK KK KKK KKK 
---REMAINDER OF MESSAGE TRUNCATED--- 
This post contains a forbidden message format 
(such as an attached file, a v-card, HTML formatting) 
Mail Lists at theporch.com only accept PLAIN TEXT 
If your postings display this message your mail program 
is not set to send PLAIN TEXT ONLY and needs adjusting 
KK KR KK KKK KK KKK KK KKK KK KK KKK KK 


+ + + FF HF OF 
+ + + FF HF 


--part1_9e.eb84b3c.2794b33e_boundary - - 


Message-ID: <3A635C2C.28556843@corn.cso.niu.edu> 
Date: Mon, 15 Jan 2001 14:23:08 -0600 

From: Steve Berg <z931086@corn.cso.niu.edu> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
CC: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: More is Less and novice rigs 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


There is another side to this "novice rig" tale. In my home town, there 
were only a few young hams. An older gent retired as chairman of the 


board of a men's clothing chain, and got involved in ham radio. Cost 
was not much of an object, and he had the only Collins KWM2 in the 

area. One night I got a call at home. He was frustrated that he was 
not able to get any contacts there on the 40 meter novice band, and 
would I mind making an across town sked. I fired up the T-60 and the 
BC-455, and gave him a call. I wound up being his first ham contact. 

He went on to work much DX, and later on installed his Collins rig ina 
small yacht that he used for at least one around the world cruise. He 
once showed me his ham shack, and I was amazed at how the KWM2 
performed. He was using it with a Navy surplus key with a knob about 
the size of a door knob. He may well have been in the Navy in his 
youth. I had been making numerous contacts with my humble rig, while he 
had not been able to raise anyone with a much superior radio. Most of 
us had lots of fun with our minimal novice stations. I still want to 
get a command set pair going on 80 meters to have some more of that sort 
of fun. 


73% 


Steve WA9JML 


Date: Tue, 16 Jan 2001 18:00:10 -0500 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Paul Beckwith <beckrep@citlink.net> 

Subject: More is less and novice rigs. 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 

Message-ID: <20010116005430. AAA5358@mrgarrison.citlink.net@beckrep> 


Great thread!! Brings back lots of wonderful memories. Became a Novice in 
1955. My first RX was a Zenith SW Console Radio (Black Dial). Had an 
insulated wire hooked to a tube cap with the other end dangling in an IF 
can for the BFO. Worked FB on 80m. TX was an AT-1. Total cost-$25. Next 
came the used HB RX and HRO-7 along with a Globe Scout 65B, and eventually 
a Millen Amp that ran 35TG's. We were in a super-fringe TV area, and the 
Millen was in an open rack. My known Power / TVI ratio was 100 watts / 2 
blocks. A friend who lived six blocks away copied my CW on Channel 2. We 
did have some learning frustrations, but overall, sure had a lot of fun 
with our start-up stations. 


73's de Paul K2LMQ/7 


Message-ID: <00c501c07£59$6edf£03a0$db150a18@plano1.tx.home.com> 
From: "Roger Dillon" <rdillontx@home.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: Command tx VHF ? 


Date: Mon, 15 Jan 2001 19:12:40 -0600 

MIME-Version: 1.0 

Content-Type: text/plain; 
charset="iso-8859-1" 

Content-Transfer-Encoding: 7bit 


Hi Ben. 

Has anyone sent this URL yet? 

http: //www.nj7p.org/millist/sch/t-23.gif 

It certainly will do 2 meters. I have one in my garage a friend gave me 
recently. It was used for several years on 2 meters am in central Texas. 
There was a conversion article in CQ magazine a few decades ago. 

73 


Message-ID: <0Q00d01c07£5e$56239600$67bc69ce@tsunami2> 
From: "Ed White" <wa3bzt@wserv.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Fw: [ fsarc ] Fw: Battleship New Jersey Amateur Radio Station 
Date: Mon, 15 Jan 2001 20:47:19 -0500 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


Hi Gang: 

Well here is some info on the Battleship New Jersey that will be of interest 
to some if not to all 

73 

Ed 

WA3BZT 


a=ees Original Message ----- 

From: "Doug Rambo" <drambo@wserv.com> 

To: "First State ARC" <fsarc@ml.rpmdp.com> 

Sent: Monday, January 15, 2001 7:01 PM 

Subject: [ fsarc ] Fw: Battleship New Jersey Amateur Radio Station 


epee al a Original Message ----- 

From: <atlclubs@bfdin.com> 

To: <drambo@wserv.com> 

Sent: Monday, January 15, 2001 4:34 PM 

Subject: Battleship New Jersey Amateur Radio Station 


VV VV WV 


VV VV VV VV VV VV VV VV VV VV VV VV VV VV VV VV VV VV VV VV VV VV VV VV 


VV VV WV 


Vv 


VV VV VV VV VV VV VV VV VV VV VV VV VV VV VV VV VV VV VV VV WV 


Ssssss==========[ Distributed Message ]================ 
ListServer: ATLClubs (Atlantic Division Club Officers) 
Type: Moderated by Sysop (Bill Edgar) 
Distributed on: 15-JAN-01, 16:34:06 
Original Written by: Sysop. 


Jan. 10th the "Battleship New Jersey Amateur Radio Station" had it's 
first meeting. Eleven Area clubs and also several county RACES/ARES 
groups were in attendance. The meeting lasted 2 1/2 hours and was 
attended by 14 amateurs from the area. Much was accomplished. Various 
committees were formed from the amateurs that were present. Election 
of Interim officers were held and Peter Greene N2LVI President - Joe 
Cramer, N2XYZ Vice President & John Goheen KB2ADL Secretary/Treasurer. 
(no Chad votes)HI HI! 


The Home Port Alliance is working with us in a positive way. They have 
set up accounting and will except nonprofit donation marked for the 
Battleship New Jersey Amateur Radio Station. They are working with us 
for a special event station on Memorial Day Weekend. This will be an 
event to bring the Home Port Alliance and the Battleship New Jersey 
Amateur Radio Station to the news media and by amateur radio. There are 
several area amateurs that were part of the first crew (Plank Owners) 
when the BB62 was commissioned in 1943, it would be great if they could 
make contact with WW2 hams first. We will be looking for help. 


There is a web page up and running for the Battleship New Jersey Amateur 
Radio Station. Check it out www.qsl.net/bb62/ It has our Mission 
statement and service that may be provided by the Battleship New Jersey 
Amateur Radio Station. You also might want to surf the www.ussnj.org/ 
and www.bb62museum.org/ They have some great photos and have great 
amount of information. These web sites are well done. 


The HPA is looking for the BB62 to be open to the public the first of 
September around Labor Day. They need lots of help getting the ship 
ready and are looking for some volunteers to make it happen. It isa 
lot of painting that needs to be done. Think how you can help both as a 
amateur and an individual. 


Our next meeting will be Feb. 19th if interested please contact us by 
leaving E-mail message on the www.qsl.net/bb62/ there is a place to 
E-mail. 


73 
Joe Cramer, N2XYZ 


> To post an fsarc - relevant message to the list, 
> send to: fsarc@ml.rpmdp.com 

> To unsubscribe: majordomo@ml.xrpmdp.com 

> body of message: unsubscribe fsarc 
> 
> 


Message-ID: <003701c07£5e$590495e0$6401a8cO@home> 
From: "McGregor" <cbmcg@home.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: Battery Confusion 
Date: Mon, 15 Jan 2001 17:47:54 -0800 
MIME-Version: 1.0 
Content-Type: text/plain; 

charset="i1s0-8859-1" 
Content-Transfer-Encoding: 7bit 


ceases Original Message ----- 

From: <jan@skirrow.org> 

> I have an old piece of gear that has lithium batteries in it. They are the 
> size of a std AA cell, but are marked 2.5V. Probably 10-15 years old. The 
> only replacements I can find is 3.0 or 3.6V - 


Jan - 

I thought Lithium cells were a fairly recent innovation. Could your old 
"cell" possibly be two small 1.2volt NiCd batteries in series, covered by a 
shrinkfit jacket ? 


--Chuck N7RHU 


Date: Mon, 15 Jan 2001 18:24:16 -0800 

From: Arden Allen <gumbear@pacbell.net> 

Subject: Re: Battery Confusion 

To: Old Tube Radios <boatanchors@theporch.com> 
Message-id: <0QG780029DH61IDU@mta5.snfc21.pbi.net> 
MIME-version: 1.0 

Content-type: text/plain; charset=ISO-8859-1 
Content-transfer-encoding: 7bit 


> I thought Lithium cells were a fairly recent innovation. Could your old 
> "cell" possibly be two small 1.2volt NiCd batteries in series, covered by 


a 
> shrinkfit jacket ? 


Lithium primary cells started showing up in the mid 70's. 


Arden Allen KB6NAX Vallejo, CA  gumbear@pacbell.net 


Message-Id: <4.3.2.7.2.20010115213817 .00a933e0@mail.intelos.net> 
Date: Mon, 15 Jan 2001 21:39:09 -0600 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Dave Metz <metzd@cfw.com> 

Subject: FS: URR13's, URR35 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii"; format=flowed 


I have the following 3 UHF receivers that cover 200-400 mhz AM that should 
go to someone with the interest and time. Prices are plus shipping from 
24401, Staunton Va. and will run about 70 lbs. A pickup at your leisure is 
just fine. I get to Washington DC several times a year and could perhaps 
bring it to the Reston Area on a weekend and make a swap. 


Receiver 1: Dark grey URR 13. that seems to work though not thoroughly 
tested. Included is the xtal pack which is 97 of 100 xtals. No power or 
audio cables are included. $100 plus shipping. 


Receiver 2: Lighter Grey URR 13 that also seems to work but again, not 
thoroughly tested. It has shock mount feet but a broken glass on one of the 
meters though it doesn't seem like its further damaged. Also included is a 
xtal pack that is a bit more complete in that 99 of 100 are there. Again, 
no cables. $100 plus shipping. 


Receiver 3. URR 35 (virtually identical to the 13's) that doesn't seem to 
work. It isn't dead as there is some audio but I cannot get a signal 
through it. Again, no cables. $35 plus shipping 


The power cable is a standard 3 pin screw on military type that is the same 
as found on the R1051's but I can't let one of my 1051's go without a 

plug. The audio is a 4 pin job about the same diameter. The antenna takes 
either a PL259 or an N input. I can also make a copy of the URR 13 manual 
for an additional $10. These are really nice inside though a bit rough on 
the outside. In typical military fashion, they were very expensive receivers. 


thanks 


dave 


Message-ID: <71B659EFA1EAD311932700508B6460B9AF0669@mailman.isoft.intranet.gr> 
From: Sifakis George <sifakis@intrasoftnet.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: PP-685/TRC, looking for info 
Date: Tue, 16 Jan 2001 10:50:04 +0200 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="1s0-8859-7" 


It is the power supply for the military transmitter T-302 and similar. I'm 
looking for the schematic, parts description, service manual, whatever. Glad 
to pay any costs. 

Thanks 

George, SVOKA 

sifakis@intrasoftnet.com 


Message-Id: <4.3.2.7.0.20010116060525.00afe460@postoffice.worldnet.att.net> 
Date: Tue, 16 Jan 2001 06:11:42 -0500 

To: Old Tube Radios <boatanchors@theporch.com> 

From: "John Dilks, K2TQN" <oldradio@worldnet.att.net> 

Subject: I'll be at Frostfest, Richmond, VA, on Sunday 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii"; format=flowed 


To all, 


I'll be at Frostfest, Richmond, VA, on Sunday (weather permitting) with my 
Hallicrafters S-1 and some other radios mentioned in my QST column. I'1l 
have a display table somewhere along the wall, near the display by the Mid 
Atlantic Antique Radio Club, I think. Look for my hat - K2TQN - and say hello. 


http://www. frostfest.com/ 


73' John, K2TOQN 
http: //www.eht.com/oldradio/arrl/index.html 


Message-ID: <D1892B7198A4D411BB7500A0C9692EC6B358AF@hdsmsx34.hd.intel.com> 
From: "Shriver, John" <john.shriver@intel.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: RE: Battery Confusion 

Date: Tue, 16 Jan 2001 05:50:53 -0800 

MIME-Version: 1.0 

Content-Type: text/plain; 


charset="IS0-8859-1" 


Good point. While lithium cells are long lived, they aren't good for 10 
years. Could indeed be a pair of 1/2AA's. 


If the circuit charges the battery at all, a lithium cell is right out. 


Sones Original Message----- 

> From: McGregor [mailto:cbmcg@home.com] 

> Sent: Monday, January 15, 2001 8:48 PM 

> To: Old Tube Radios 

> Subject: Re: Battery Confusion 

> 

> 

Possess Original Message ----- 

> From: <jan@skirrow.org> 

> > I have an old piece of gear that has lithium batteries in 
> it. They are the 

> > size of a std AA cell, but are marked 2.5V. Probably 10-15 
> years old. The 

> > only replacements I can find is 3.0 or 3.6V - 

> 

> Jan - 

> I thought Lithium cells were a fairly recent innovation. 
> Could your old 

> "cell" possibly be two small 1.2volt NiCd batteries in 

> series, covered by a 

> shrinkfit jacket ? 

> 

> --Chuck N7RHU 

> 

> 


Message-ID: <3A6444C5.3EA7@postoffice.uri.edu> 
Date: Tue, 16 Jan 2001 12:55:33 +0000 

From: Robert Vincent <rvi3489u@postoffice.uri.edu> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: Battery Confusion 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


How about mercury batteries. ! 


Message-ID: <1D1B8647FA5CD411A02800508BDFDO0A0016289A9@stpmsx03.stp.guidant.com> 
From: "Freeberg, Scott (STP)" <scott.freeberg@guidant.com> 


To: Old Tube Radios <boatanchors@theporch.com> 
Subject: RE: More is Less 
Date: Tue, 16 Jan 2001 11:37:14 -0600 
MIME-Version: 1.0 
Content-Type: text/plain; 

charset="iso-8859-1" 


Hi all, 


Hue Miller makes a good point when he comments about being told that some 
ole rotton radio ‘would make a good novice rig", etc.. Sure it may have 
built character but it also built frustration. 


The first ham radio set I drooled over in the Lafayette or 
Burnstein-Applebee catalog consisted of an Ameco AC-1 and a Lafayette 
Explor-aire. Thank goodness I actually started out as a Novice with a 
Knight T60 and a National NC-183! That AC-1 and Explor-aire would have been 
way to frustrating for me. I do have an AC-1 and Explor-aire now though. 
The AC-1 is alot of fun to play with. 


Someone mentioned the National SW-3. The 1930's SW-3 is a true minimalist 
receiver that actually works very well considering how few parts are in it. 
I have one and listen to 40 and 80 meter cw quite a bit on it. It isa 
sweet sounding radio and may be my most cherished receiver. I'd like to 
build a period transmitter for it and have even more fun. I've got a bunch 
of SW-3 photo's on my webpage if you are interested. 


73, Scott WA9QWFA 
http: //www.qsl.net/wa9wfa 


Date: Tue, 16 Jan 2001 14:13:31 -0500 
From: BEN NOCK <G4BXD@compusetrve.com> 
Subject: T23 ? 
To: Old Tube Radios <boatanchors@theporch.com> 
Message-ID: <200101161413_MC2-C1BF-AF3C@compuserve. com> 
MIME-Version: 1.0 
Content-Transfer-Encoding: quoted-printable 
Content-Type: text/plain; 

charset=IS0-8859-1 
Content-Disposition: inline 


further to my last post on the Command 123 I guess I am also 
looking for a suitable control box !! 


So, if anyone has such spare, do let me know. = 


cheers, Ben G4BXD. 


Message-Id: <4.1.20010116123444 .0095e2a0@lint.cisco.com> 
Date: Tue, 16 Jan 2001 12:36:58 -0700 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Mark Richardson <Mark.Richardson@cisco.com> 
Subject: Re: Johnson 1KW Tuner 

Cc: baswaplist@foothill.net 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


For sale, email for photos, $200, plus shipping from 84651 (Utah) 


From: W4U0C@aol.com 

Message-ID: <f£6.6a017b2.27961094@aol . com> 
Date: Tue, 16 Jan 2001 16:01:08 EST 

Subject: Source for Hammarlund Clock covers. 
To: Old Tube Radios <boatanchors@theporch.com> 
CC: powell@mail.conterra.com 

MIME-Version: 1.0 

Content-Type: text/plain; charset="US-ASCII" 
Content-Transfer-Encoding: 7bit 


Paul Powell is looking for the source of the reproduction clock covers for a 
HQ-170-A. 


Can you send him the name and e-mail address if you know of the source? 


Paul's email is : powell@mail.conterra.com 


Message-Id: <4.3.2.7.2.20010116140247 . 00a86ae0@mail.islandnet.com> 
Date: Tue, 16 Jan 2001 14:06:17 -0800 

To: Old Tube Radios <boatanchors@theporch.com> 

From: jan@skirrow.org 

Subject: Re: Battery Confusion 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii"; format=flowed 


At 06:24 PM 1/15/01 -0800, Arden Allen wrote: 
> > I thought Lithium cells were a fairly recent innovation. Could your old 
> > "cell" possibly be two small 1.2volt NiCd batteries in series, covered by 


>a 

> > shrinkfit jacket ? 

> 

>Lithium primary cells started showing up in the mid 70's. 


Arden is of course right - these ain't brand new tech. Also, they have a 
shelf life guaranteed by the makers to be at least ten years. They lose 
about 2% of their capacity per year, and are intended for apps that may 
mean they sit doing nothing for a very long time and then are expected to 
perform. There is no current/voltage droop over almost the entire 
operational life. 


In the gear I have that uses them, one set was installed 12 years ago 
before the unit went into storage. They are still close to perfect. 


Jan Skirrow, VE7DIX 


in beautiful British Columbia, Canada 


xxx =http://skirrow.org/Boatanchors/ xxx 


Message-ID: 
<07A064EA6042D4118A62009027F70E7705177B@nt_exchange.vifp.monash.edu.au> 
From: Morris Odell <MorrisO@vifp.monash.edu.au> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: RE: Battery Confusion 
Date: Wed, 17 Jan 2001 09:27:05 +1100 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 


Anchorites, 


On a related topic, I have recently come into possession of a NOS standard 
cell. It's a lovely H-shaped piece of sealed glassware about 3 inches square 
overall with electrodes coming out of the bottom of each vertical section 
(sounds like a vacuum tube eh?) 


Inside there is a clear liquid to a level above the horizontal channel of 
the H and what looks like a mercury based metal layer associated with each 
electrode. 


A tag attached to it gives a 5 figure voltage at 20 dec C. and is dated 
1977. On my (limited) methods of measuring DC voltages it appears to be 
right on the nose. 


I know you are not supposed to draw any current from these things - they are 
used in bridge circuits but obviously there will be a tiny current as the 
bridge is used to approach the null point. My meter has a 10 meg input 
resistance which would draw about 0.1 uA. 


Anybody know much about these? 


73 de Morris VK3DOC 


Message-Id: <3.0.3.32.20010116173556.00dd7044@mindspring.com> 
Date: Tue, 16 Jan 2001 17:35:56 -0500 

To: Old Tube Radios <boatanchors@theporch.com> 

From: john <johnmb@mindspring.com> 

Subject: The Glob rises (what power from a Globe King 500?) 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


I finally got my Globe King puffing along (well, the vfo seems dead, but 
that shouldn't be too hard to fix) and it seems to be putting out about 
330-340 watts carrier on 40M into a dummy load. 


Does this agree with what you other owners see? I've tried a used 
4-400 and a new 4-250 with the same result (no surprise there, other 
than I guess the 400 is a good spare!). 


I think I need to put another jack under the shack floor before 
I drag that rig upstairs... 


John Brewer - WB50AU/4 
AMI 424 

Clayton NC 
johnmb@mindspring.com 


Message-ID: <001c01c0800c$1£799b00$c05e0387@satellite> 
From: "Roberta J. Barmore" <rbarmore@email.msn.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: Battery Confusion 

Date: Tue, 16 Jan 2001 17:31:47 -0500 


Hi! 


For whatever it's worth, the lithium "air cell" battery dates not to the 
1970s but the 1930s, and is in fact the cell for which 2-volt filament DC 
tubes (like the '30 triode) were designed! 

They seem to have been a little costly but offered xoutstanding* 
performance compared to the conventional (LeClanche?) cell. 

The 2nd-generation (ish) lithiums were about the size of a "little six" 
6V battery, the square ones found in larger hand lanterns, and like all the 
breed, had a pull-to-initiate tab to let the air in when you were ready to 
use them. 


73, 
- -Bobbi 


From: "Bill Hawkins" <bill@iaxs.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: RE: Battery Confusion 
Date: Tue, 16 Jan 2001 17:00:54 -0600 
Message-ID: <003901c08010$2d£16240$290aa8cO@darius> 
MIME-Version: 1.0 
Content-Type: text/plain; 

charset="i1s0-8859-1" 
Content-Transfer-Encoding: 7bit 


Morris asks, 
>Anybody know much about these? [standard cells] 


Well, there are papers written by the National Bureau of Standards 
many years ago describing their properties in exhaustive detail. 
They might be available on the net. 


In general, if the cell has been disturbed (liquid sloshed) or 
been exposed to temperature extremes, then you can't believe 

the last digits written on that tag. How many digits depends 

on how badly it was disturbed. I'd guess a hamfest would pretty 
well shake it up. That's judging by the condition of galvanometers 
found at hamfests. 


Which reminds me, you're supposed to short galvanometer terminals 
for shipping. I've seen standard cells with a bare wire across 
the terminals, shorted for shipment. Not a good thing to do. 


Regards, 
Bill Hawkins 


End o£ BOATANCHORS Digest 3082 
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